
Table 1. Tabulated MTI Tube Furnace with Low Vacuum & Gas Delivery by Floatmeter 

 

No Model Working 

Tube Dia.  

Heating Rate Working 

Temperature 

Features Item Image 

 

1 OTF-

1200X-

S50-2F 

 

 

2” O.D. Max: 10°C/min 

 

Max: 1200°C (< 1 

hour)  

Cont: 1100°C 

 

 

 

 Mini CVD tube furnace with 2 channel gas mixer, vacuum pump 

and anti-corrosive vacuum gauge which enable vacuum 

measurements with aggressive gas.  

 

 
 

 

2  OTF-

1200X-80-

F3LV-

PTFE 

 

Quartz Tube: 

OD: 80mm x 

75mm x 

Length:1000

mm 

Max: 20°C/min 

 

Max: 1200°C  

Cont: 1100°C 

OTF-1200X-80-F3LV-PTFE is a CE certified splittable single 

zone tube furnace with 80mm diameter quartz tube, mechanical 

vacuum pump and three channel gas flowing system. It can 

achieve a maximum vacuum up to 10-2 torr and mix 1-3  types of 

gases for CVD or diffusion. This furnace system features a PTFE 

gas system set to provide the anti-corrosive properties beyond 

stainless steel. The includes an anti-corrosive gauge, a vacuum 

pump with a cold trap, and the PTFE system. (Gas mixer and 

flange)  

 

 
 

3 OTF-

1200X-80-

F3LV 

 

Quartz Tube: 

OD: 80mm x 

75mm x 

Length:1000

mm 

Max: 20°C/min 

 

Max: 1200°C  

Cont: 1100° C 

OTF-1200X-80-F3LV is a CE certified spiltable single zone tube 

furnace with 80mm diameter quartz tube, mechanical vacuum 

pump and three channel gas flowing system. It can achieve a 

maximum vacuum up to 10-2 torr and mix 1-3  types of gases for 

CVD or diffusion. This furnace system also includes an anti-

corrosive Pirani Capacitance Diaphragm Gauge to enable 

vacuum measurements with aggressive gases. 

 

 

4 OTF-

1200X-II-

F3LV 

 

Quartz Tube: 

80 OD x 72 

ID x 1000L 

Max: 20°C/min 

 

Max: 1200°C  

Cont: 1100° C 

OTF-1200X-II-F3LV is a CE certified and ready to pass 

UL/CSA certification Dual Zone Split Tube Furnace with 80mm 

diameter quartz tube, mechanical vacuum pump, and three 

channel gas flowing system. It can achieve a maximum vacuum 

up to 10-2 torr and mix 1-3 types of gases for CVD or 

diffusion. This furnace system also includes an anti-corrosive 

Pirani Capacitance Diaphragm Gauge to enable vacuum 

measurements with aggressive gases. 

 

 



5 OTF-

1200X-III-

80-F3LV 

 

80 mm O.D 

x 72 mm ID 

x 1400 mm 

fused quartz 

tube 

Max: 20°C/min 

 

Max: 1200°C  

Cont: 1100° C 

OTF-1200X-III-80-F3LV  is a CE certified splitable three zones 

Tube furnace with mechanical vacuum pump & digital vacuum 

guage and three channels gas flowing system, which can achieve 

vacuum up to 10-2 torr and mix 1-3 type of gases for CVD or 

diffusion. This furnace system also includes an anti-corrosive 

Pirani Capacitance Diaphragm Gauge to enable vacuum 

measurements with aggressive gases. 

 

 

6 OTF-

1200X-III-

5-C3LVSF 

 

130mm O.D 

x 120mm ID 

x 1400 mm 

Max: 20°C/min 

 

Max: 1200°C  

Cont: 1100° C 

OTF1200X-III-5-C3LVSF (updated from OTF-1200X-5-III-SF) 

is a UL ready splittable 5" (O.D) three-zone tube furnace, which 

can achieve faster heating up to 1200oC and create a thermal 

gradient by adjusting the temperature of three zones. The furnace 

includes all accessories for immediate use. It is an excellent 

furnace for annealing, diffusing and sintering sample in various 

atmospheres. This furnace system also includes an anti-corrosive 

Pirani Capacitance Diaphragm Gauge to enable vacuum 

measurements with aggressive gasses. 

 

 

7 GSL-

1700X-

F3LV 

 

ID: 73 mm x 

OD: 80 mm 

x 1000 mm 

lenght 

Max: 5°C/min 

 

Max: 1700°C  

 

GSL-1700X-F3LV tube furnace is a CE certified  alumina tube 

furnace with mechanical vacuum pump and three channels gas 

flowing system, which can heat the samples to 1700°C and 

achieve vacuum degree up to 5x10-2 torr and mix 1- 3  type of 

gases for CVD or diffusion. This furnace system also includes an 

anti-corrosive Pirani Capacitance Diaphragm Gauge to enable 

vacuum measurements with aggressive gasses. 

 

 

 

8 GSL-

1700X-60-

III-F3LV 

 

2-3/8" ( 

60mm) 

O.D.x 2-

1/8"I.D. 

(54mm) x 

48" 

(1200mm) 

Length 

 

Zone 1: 190mm 

Max: 10°C/min 

Zone 1: 190mm 

Max: 800-1400°C 

GSL-1700X-60-III-F3LV  is a CE certified three zones tube 

furnace with 60mm Dia. alumina tube, mechanical vacuum pump 

and three channels gas flowing system, which can heat sample to 

1700°C and achieve vacuum degree up to 5x10^-2 torr and mix 1- 

3  type of gases for CVD or diffusion. This furnace system also 

includes an anti-corrosive Pirani Capacitance Diaphragm Gauge 

to enable vacuum measurements with aggressive gases. 

 

 

Zone 2: 250mm 

Max: 5°C/min 

Zone 1: 250mm 

Max: 800-1700°C 

Zone 3: 190mm 

Max: 10°C/min 

Zone 1: 190mm 

Max: 800-1400°C 

 


